eMT 600 series

e Installation Instructions

Secure the operator panel in position, using all the fastening holes and the provided brackets

Installation Instruction and screws.
T(A)
| | , 1
olnstallation and Startup Guide B) . Cutout | P (( L
This document covers the installation of eMT-600 Series HMI, for the detailed specifications and ( ' J - 0] "
operation, please refer to Datasheet and eMT-600 User Manual. | ]
N ]
Install Environment: o
=1
NEMARating | eMT-600 HMI is NEMA 4 rated. Type A(mm) | B(mm) ‘ 3
The eMT-600 Series has been tested to conform to European CE requirements. eMT607A 192 138 S
Electrical This means that the circuitry is designed to resist the effects of electrical noise. eMT610P 259 201
Environment This do_es nqt guarantee noise |mm.un|ty in severe cases. Proper wire routing and eMT612A 305 231
grounding will insure proper operation.
(1) Make sure that the displays are installed correctly and that the operating eMT615A | 352 279
limits are followed. Avoid installing units in environments where severe
mechanical vibration or shocks are present. o Power Connections
(2) Do not operate the unit in areas subject to explosion hazards due to
Environmental flammable gases, vapors or dusts. NOTE:
Considerations (3) Do not install the unit where acid gas, such as SO2 exists. 1. Connect positive DC line to the ‘+ terminal
(4) Th:fs device should be mounted in the vertical position and for use on the flat o and the DC ground to the ‘-’ terminal.
surface enclosure. )
(5) Confqrm to UL508 (ISB.N 0-7629-0404-6) machine safety for use in 2. Please do not connect HMI with PLC and PC
Pollution Degree 2 Environment. P simultaneously to prevent potential difference
rom destroyin ports o an .
) from destroying USB ports of HMI and PC
24VDC FG

eUnpacking the Unit NOTE:

To make a connection, strip about 3/8” of
Place the operator panel on a stable

insulation off the end of the wire, turn the
connector screw counterclockwise until the gap
is wide open, insert the wire all the way in, and
turn the screw clockwise until it’s tight.

Unpack and check the delivery. If damage is found,

- : surface during installation. Dropping it or
notify the supplier.

letting it fall may cause damage.

(1) Installation Instruction, 2-sided A4 *1 o System Settings

Power up HMI, click CECP to do touch screen calibration, backlight adjustment, or screen rotation.
(2) eMT-600 HMI *1

(3) Power Connector *1

(4) Brackets & Screws V2.1 *1 pack
( Note 1: For the details of HMI

DIP SW function settings please
refer to Part 8 in this guide. )

(5) Fuse 1.6A/250V 5*20mm *1

(1.25A for 607)




eActivesync NOTE: Make sure that all local and national electrical standards are met when
HMI can be connected to PC using USB

for file management, or communication with the
target device by the system development software
such as Visual Studio, etc.

CAUTION

“‘i m“e- The eMT-600 can be powered by DC power only, voltage range: 24+20% Volts DC, compatible with
& Power most controller DC systems. The power conditioning circuitry inside the unit is accomplished by a
switching power supply. The peak starting current can be as high as 2A.

installing the unit. Contact your local authorities to determine which codes apply.

If the display does not come on within 5 seconds of power up, remove power. An internal fuse will

; Fusin
1. HMI USB Client to Desktop USB Host Requigre- prevent damage if the polarity of the DC power is incorrect. Check wiring for proper connections
. . ) wops Mobile Device Settings and try to power up again.
2. Please install HMI USB Driver on PC first. 8 ) -3 s o e et ments
B e . An Internal fuse will prevent damage for over voltage condition however it isn’t guaranteed. DC
. . . B e & High voltage sources should provide proper isolation from main AC power and similar hazards.
Communication Connections s . Voltage
NOTE: Emeraenc A Hard-wired EMERGENCY STOP should be fitted in any system using eMT-600 to comply with
1. COM1 [RS232] RTS/CTS & COM3 [RS232] can’t be used simultaneously. gency | afety Recommendations.
o ; ; CS Safety
2. COM1 [RS485] / COM3 [RS485] / CAN Bus with isolation protection. Stop
Supply Do not power the HMI and inductive DC loads, or input circuitry to the controller, with the same
COM1 [RS232] COM3 [RS232] PIN# Symbol COM1 [RS232] COM3 [RS232] & Voltage power supply. Note: The 24 VDC output from some controllers may not have enough current to
1 Not used Condition power the HMI.
42343
(O ‘ ) OW 2 RxD Received Data Wi a. Power wire length should be minimized (Max: 500m shielded, 300m unshielded).
~ 2 s82 — ire ; ; ; ; ; ;
l \ 37380/ l 3 TxD Transmitted Data & Routing b. E:Z?csrinlse twisted pair cables for power wire and signal wire and conform to the impedance
4 Not used c. If wiring is to be exposed to lightning or surges, use appropriate surge suppression devices.
. d. Keep AC, high energy, and rapidly switching DC power wiring separated from signal wires.
5 GND Signal Ground e. Add a resistor and capacitor in the parallel connection between the ungrounded DC power
6 Not used supply and the frame ground. This provides a path for static and high frequency dissipation.
; Typical values to use are 1M Ohm and 4700pF.
7 RTS Ready to send output Transmitted Data -
8 CTS Clear to send input Received Data DANGER
9 Not used Hardware The system designer should be aware that devices in Controller systems could fail and thereby
coMm1 S485] COM3 [RS48 Considerations create an unsafe condition. Furthermore, electrical interference in an operator interface can lead to
CAxI B[R 5] M3 [R 5] pINg | symbol Com1 Com1 Com3 CAN Bus equipment start-up, which could result in property damage and/or physical injury to the operator.
LS y [RS485]2w | [RS485]4w [RS485] If you use any programmable control systems that require an operator, be aware that this potential

X- Data- Rx- safety hazard exists and take appropriate precautions. Although the specific design steps depend on
your particular application, the following precautions generally apply to installation of solid-state
Rx+ Data+ Rx+ programmable control devices, and conform to the guidelines for installation of Controllers
Tx- Tx- recommended in NEMA ICS 3-304 Control Standards.

Tx+ Tx+ To conform with ICS Safety Recommendations, checks should be placed in the controller to

1

2

&

4

5 GND Signal Ground Programming ensure that all writable registers that control critical parts of plant or machinery have limit checks

6 Data- Data- Considerations  puilt into the program, with an out-of-limit safe shut down procedure to ensure safety of personnel.
GME610P00_eMT610P_607_612_615A_Installation_130410.doc

7 CAN_L CAN_L

8

9

CAN_H CAN_H

Data+ Data+ Limited warrant

This product is limited warranted against defects in design and manufacture. The proven

Oor swsetings ----

defective product will either be repaired or replaced, at Weintek’s discretion. This warranty

ON RN Roichisepenieaibationliiode shall not cover any product which is
H H Q H OFF OFF ON OFF  Boot Loader Mode (a) Out of warranty period which is 1 year from the date of purchase.
OFF OFF OFF ON . (b) Damage caused by Force Majeure, accident, negligence, improper installation or misuse.
1 2 3 4 (c) Product has been repaired or taken apart by unauthorized technicians.
OFF OFF OFF OFF  Normal (d) Products whose identification markings have been removed or damaged.

Pobrano z: https://panele-hmi.pl/panel-operatorski-hmi-15-weintek-emt615a



AS7
Pisanie tekstu
Pobrano z: https://panele-hmi.pl/panel-operatorski-hmi-15-weintek-emt615a



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




